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~S>P ™ KAILING

Q611F-16P-DN50

-~

b

PNEUMATIC

1S09001:2008

Q641F-16P-DN100

Q911F-16P-DN50

PNEUMATIC/ELECTRIC BALL VALVE

Q691F-10UP-DN50

Q941F-16P-DN100

Q991F-TO0UP-DN25

Q981F-16P-DN50

)

Ball Valve
Code

Q: Ball
Valve

GQ: Track
Ball Valve
PQ:
Eccentric
Ball Valve
VQ: V-type
Ball Valve
BQ:
Insulation
Ball Valve

- I Specification

I Ordering Code

6
|

Drive
Mode

Blank:

Y ERIVE]
3: Gear

6:
Pneumatic
9: Electric

4
|

Connection
Type

1: Female
Thread

2: Male
Thread

4: Flange
6: Welding
7: Wafer
8: Quick
Clamp

9: Union

Pneumatic Ball Valve

1
|

Structure
Type

1: Floating
Straight-
through
4: Floating

L type 3
Way

5: Floating

T type 3
Way

F
|

Sealing
Surface
or Lining
Material
Hulg=

T: TFM
H: Alloy

Steel

(To be
customized)

Y: Carbide

(To be
customized)

16
|

Pressure
Difference
Range
16:

1.6MPa
25:
2.5MPa
40:
4.0MPa

P - DN15-ATO50D - L]

Body
Material

C: Cast

Steel
P: SS304

R: 55316
UP: UPVC
CP: CPVC

Port
Size
DN10~
DN200

Actuator Code
Pneumatic;

AT032-270

Electric switch

type:

KLST-02~60
Electric passive

contact:

KLST-055~605
Electric 1K, 5K
potentiometer:

Other
accessories
need to be
marked

Solenoid
Valve

Limit switch

Ailr Source
Treatment
Unit
Locator

KLST-05R~60R

Electric

adjustment type:
KLST-O5T~60T

Electric Ball Valve

Alr Pressure: 0.4~0.8MPa

Control Medium: Neutral gas, air

Electric Actuator Power . AC380, AC220 50/60HZ, AC110, DC24

Electric Actuator Input-: 4-20mA. DC

Ambient Temperature: -20°C~+60C
Medium Temperature: -20'C~+180C, UPVCBallValve: -10C~+45"C, CPVCBallValve. -15C~+90C

Normal sealing's working temperature: F(PTFE): -20°C~+180°C T(TFM). -30C~+230TC
Manufacturing Standard: GB, ISO, ANSI, BS, DIN
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KAILING

PNEUMATIC

1S09001:2008

PNEUMATIC/ELECTRIC BALL VALVE

/— .

-1 Overall Dimension

I Dimension Sheet

Pneumatic | Electric

Pneumatic/Electric Thread Ball Valve

A I
- - o0 | 139
| - 146/160 | 142/170 | AT050D
CH I 3
[ $i o S n 146/160 | 146/173 KLST-05
— @ ® / 1-1/4" 167/160 | 169/179
& & _ = AT063D
2l b o 1-1/2" 167/160 | 181/191
| KLST-10
: m - |_l_| 2-1/2" 250/198 | 240/256 | AT088D

B

ad

IC 0
\ @ — KN -
gt IH 1l f 1 | '} I. 268/255 | 262/265 | AT100D
_ l _ . KLST-20
__V | \!:r__
7] L 2] I E 349/255 | 315/285 | AT125D

/

- 1 Overall Dimension |

Pneumatic/Electric
Flange Ball Valve

I Dimension Sheet

Pneumatic Electric
L I A A . O T O L I L ool v
-
20 | 0 | 15 | 2 | 105 | 75 | 54 | se/ss | 1aene0 | 4014 oo
25 | 150 | %6 | 2 | M5 | 8 | 65 | 175188 | 167/160 | 4014 | . '
32 | tes | 16 | 2 | 135 | 10 | 78 | 20197 | 213160 | 4018
a0 [ e | 17 | 2 | tas | mo | s | oawps2 | aizies | 4o | AosD |
50 | 200 | 18 | 2 | 160 | 125 | 100 | 225/240 | 250/198 | 4018 | '
6s | 220 | 18 | 2 | 1s0 | 145 | 120 | a4294 | 250255 | 4018 _

0 [ 280 | o | 2 | o5 | e | 155 | smsmm | samss | woww | atasp

T35 | 320 | 22 | 3 | a5 | 20 | 1es | aomax0 | awass | sows | Ao | Kistao
S50 |0 | 2a | 3 | as | a0 | 210 | devass | asomss | 12018 | ATieo0 | Kister
D00 | a0 | 26 | 3 | 33 | 295 | 265 | 520 | ssoms0 | 120n | _ADioD | K200

N INNINNININININ

N | ND

W

w | W
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KAILING

PNEUMATIC

1S09001:2008

PNEUMATIC/ELECTRIC BALL VALVE
.

-1 Overall Dimension

I Dimension Sheet

Pneumatic/Electric UPVC Ball Valve

Pneumatic | Electric

KLST-05

AT063D
ATO/5D | KLST-10

0| %0 | 108 69 | 35 | 2507255 | 3527382 | AToeen
KLST-20

00 |110] 146 99 | 45 | zearass | samas | Arionn

DD1

I Overall Dimension

Pneumatic/Electric
Sanitary Ball Valve

I Dimension Sheet

Specification ®B A/A1 H/H1 Pneumatic Actuator | Electric Actuator

D19 16 505 | 99 146/160 144/173
025 2 146160 1491178
ATO50D
032 146160 156/185
1467160 1677194
167160 1837210
AT063D

1677160 1987215
213719 210/25:
ATO/5D
KLST-10

D76 /2 o1

194 250/198 230/275 AT088D

D89 85 106 232 268/255 247/285 AT100D (1 ST-20
D102 97 119 272 349/255 297/295 AT125D
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